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Parameter Value

Optics 1x scene camera Basler
acA5472-17uc, 12 mm

Field of view 360 x 255 mm

Image resolution 20 MP

Lighting types 4x LED Barlight

Lighting colors White

Data collection Yes

Connectivity Network communication 
RJ-45, TCP/IP

AI module Yes

Calibration module Yes

Efficiency in the correct
component recognition

99.78%

Parameter Value

Optics 2x camera basler 
acA3088-16gc, 25 mm

Field of view Width 60 mm x length 60 mm
height 40 mm

Image resolution 2x 6,4 MP

Lighting types 3x power LED SPOT, 2x color
LED backlight, 

Lighting colors White, multiple wavelengths, 

Data collection Yes

Connectivity Network communication RJ-45, 
TCP/IP

Calibration module Yes

Efficiency in the correct
component recognition

99.99 %

3D measurements accurate 0,02 mm



Parameter Value

Optics 1x scene camera basler  
acA5472-5gc, 35 mm

Field of view 250x400 mm

Image resolution 20 MP

Lighting types 4x LED Barlight

Lighting colors White

Data collection Yes

Connectivity Network communication 
RJ-45, TCP/IP

Calibration module Yes

Efficiency in correct position 
of PCB and QR code recognition  

99.80%

Measurements accurate 0,1 mm
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